
Missouri Department of Health & Senior Services FOR CENTRAL ESTABLISHMENT NUMBER Bureau of Environmental Health Services 
Lodging Establishment Inspection Report OFFICE 

USE ONLY 
Establishment Name Name D Owner □ General Manager

Physical Address City Zip 

Mailing Address City Zip 

County I This inspection is a(n) I Telephone No. of No. of Rooms I ls the current lodging license displayed? 
□ Initial □ Annual □ Follow-up Stories □ Yes □ No D N/A- new 

Rooms Inspected: Water Supply Wastewater 
D Private D Public D Private D Public 
Water sample taken □ Yes □ No Regulated by: DDHSS DDNR 
Swimming Pools/Spas (check all that aooly) 
Indoor pool □ Outdoor pool □ Spa D Pool larger than 2000 square feet □

Please check if the following New Lodging Establishments 1·1 N/A 
local ordinances applv 
□ Fire Safety □ Electrical Wiring Smoke detectors hardwired □ Yes □ No □ N/A Swimming Pool Certified □ Yes D No D N/A 
□ Plumbing Fire alarm system installed □ Yes D No □ N/A Building Certified to National Standards or Occupancy 
□ Permit □ Yes □ NoSwimming Pools/Spas 
□ Fuel Burning Aooliances Sprinkler system installed □ Yes CJ No □ N/A Historical Building □ Yes □ No □ N/A
Based on an inspection this day, the 'items marked "Out" below identify noncompliance in operations or facilities which must be corrected prior to issuance or 
renewal of your lodging license. · Failure to comply with any time limits for corrections specified in this notice may result in revocation of your lodging license 
and/or prosecution. Owners may request a hearing before the Department Director upon filing a written request within ten days after receipt of this notice. 
(RSMo 315.005-065, 19 CSR 20-3.050) 

ln=ln Compliance Out=Not In Compliance, explain on additional page(s) NO=Not Observed N/A=Not Applicable 
Section A & B: Water Supply & Wastewater In Out NO NIA Section E: Fire Safety In Out NO 
1. Approved source, construction and operation 1. Textiles, hanqinqs and mirrors 
2. Complies with water qualitv standards 2. Fire extinguisher type, inspected, and location 
3. Chlorinator maintained and operated properly 3. Vertical openinqs fire-rated, self-closinq
4. Wastewater operation and maintenance 4. Doors, self-closinq and fire-rated
Section C: Sanitation/Housekeeping 5. Smoke detectors hardwired, installed, good repair
1. Walls, floors and ceilings in good repair 6. Evacuation route and plan, installed, available
2. Housekeeping practices and furnishings 7. Stairs and ramps, maintained, storaqe
3. Towels and bed linens clean 8. Means of egress, number, maintained 
4. Mattresses and box sprinqs clean 9. Handrails and balconies maintained and appropriate 
5. Pest control procedures Section F: Swimming Pools/Spas 
6. Ice machines, scoops, liners clean & protected 1. Fence, gate adequate, proper closure mechanism 
7. Garbage storage and disposal 2. Boundary line, pool depth properly marked 
8. Premises maintained, plant qrowth controlled 3. Deck is clean and in good repair 
Food Inspection conducted according to 19CSR20-1.025 4. Lifesavinq equipment adequate, good repair
9. Food, equipment and single service/use 5. Pool clarity, pH, disinfectant, & temp. maintained
10. Food protected from contamination 6. Steps, ladders, and handrails installed, good repair 
11. Facilities to wash, rinse and sanitize 7. Adequate ventilation 
12. Handwashing facilities/hygienic practices 8. Electrical outlets, proper protection & distance 
Section D: Life Safetv 9. Records maintained and signs posted
1. Combustible/toxic items usage and storage 10. First aid kit available 
2. Building maintained to assure safe conditions 11. Lighting adequate and in qood repair 
3. CO detectors hardwired, installed, qood repair Section G: Plumbing/Mechanical 
4. GFCI, outlets & switches installed, good repair 1. Equipment adequate, qood repair 
5. Exit signs installed, good repair 2. Ventilation adequate, plumbing, restrooms 
6. Emeraency licihtinq installed, qood repair 3. T & P relief valves adequate, good repair 
7. Electric panel protected, labeled, good repair 4. Relief valve discharqe pipes installed, adequate 
Reauired Annual Third Party Inspections 5. Backflow, air gaps, no cross connections 
1. Fire Alarm System Section H: Heatina & Cooling 
2. Sprinkler System 1. Unvented fuel-burning appliance/space heater 
.3. Local Fire and Buildinq Codes/Ordinances 2. Fire resistant room or sprinkler head
4. Current Boiler/Pressure Vessels MOPS 

Certification 3. Location of heatinq/cooling units 
5. Backflow Device(s) Test 4. Ventilation of appliances and utility rooms 
6. Liquid Propane Leak Test 5. Operation and condition adequate 
INSPECTED BY (PRINT NAME and SIGN) EPHS NUMBER AGENCY TELEPHONE 

LICENSING YEAR 
I APPROVED 

DATE INSPECTED FOLLOW UP DATE 
20 120 DYES D NO 
RECEIVED BY (PRINT NAME AND TITLE and SIGN) 

MO 580-883 (6-16) 

[_ ______ _ 

D1stnbut1on: White/Owner Canary/Central Office 

PAGE 1 OF -

Pink/Local Office E9.02 

N I A  
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	Establishment Name: Days Inn
	Physical Address: 1500 Liberty St. 
	Text1: 5
	Received by: Chintu Patel, Owner
	Group68: Choice5
	City: Perryville
	Print Name: Taylor Brady; Melanie Honaas
	Date Inspected: 5/4/2022
	ESTABLISHMENT NUMBER: 157-04708
	Name D Owner D General Manager: Chintu Patel
	Zip: 63775
	Mailing Address: 1500 Liberty St.
	City_2: Perryville
	Zip_2: 63775
	County: Perry
	fuel burning applicances: Off
	Telephone: (573) 547-1091
	No of Stories: 2
	Plumbing: Off
	No of Rooms: 60
	pools: Off
	Rooms Inspected: Non-Smoking Building (Main): 104, 109, 118, 119, 232, 211, 207, 205Smoking Building (Annex): 240, 241
	Group9: Off
	Group10: Choice1
	Group11: Off
	Group12: Off
	Group14: Choice1
	Electrical Wiring: Off
	EPHS NUMBER: 1743; 1682
	Licensing year 1: 22
	Licensing year 2: 23
	FOLLOW UP DATE: 6/8/2022
	Perry County Health Department: Perry Co. Health Dept.
	(573) 547-6564: 573-547-6564
	Date Received: 5/4/2022
	Text 1: Main Building:Room 104:O: GFCI outlet next to sink does not reset when tested. All GFCI outlets shall be maintained in good repair.O: A/C vent is observed soiled with dust-like debris. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. O: One ant is observed in chest of drawers.  Insects, rodents, and other pests shall be controlled to minimize their presence on the premises by routinely inspecting the premises for evidence of pests, eliminating harborage conditions and using methods, if pests are found, such as trapping devices or other means of pest control.COS: Inspector observed owner kill ant and discard it.  No other pest activity was observed in the room.Room 109: O: Restroom vent and A/C vent and guard are observed soiled with dust-like debris. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. O: Fabric on chair cushion is observed ripped. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. O: Carpeting is observed peeling away from wall. Walls, floors, and ceilings shall be kept clean and in good repair.O: Window glass is observed cracked. Building must be maintained to assure safe conditions.Room 118: O: Fire rating placard on the guest room door is observed painted over and is not readable. All guest rooms opening into an interior corridor(s) shall be separated by walls and twenty (20)-minute fire protection-rated doors, forty-four millimeters (44 mm) (one and three-fourths inch (1 3/4")) solid-bonded wood-core doors, steel-clad (tin-clad) wood doors, solid-core steel doors with positive latch and closer, or as approved by the administrative authority. O: Window that can be opened is observed without screening. Screening shall be provided on all windows that open to the outdoors to minimize and prevent the presence of pests throughout the facility. COS: Inspector observed maintenance worker place screws to keep window closed.O: A/C vent and guard are observed soiled with dust-like debris. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. O: Ice bin of mini cooler is observed with a build-up of ice and is need of defrosting. Appliances shall be kept clean and in good repair. Room 119:O: Ice bin of mini cooler is observed with a build-up of ice and is need of defrosting. Appliances shall be kept clean and in good repair. O: GFCI outlet next to sink does not reset when tested. All GFCI outlets shall be maintained in good repair.O: Fire rating placard on the guest room door is observed painted over and is not readable.  All guest rooms opening into an interior corridor(s) shall be separated by walls and twenty (20)-minute fire protection-rated doors, forty-four millimeters (44 mm) (one and three-fourths inch (1 3/4")) solid-bonded wood-core doors, steel-clad (tin-clad) wood doors, solid-core steel doors with positive latch and closer, or as approved by the administrative authority. O: Food-like crumbs are observed under chair cushion. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. Upstairs supply room on north end: O: Electrical panels are observed blocked and inaccessible. Access to electrical panels shall be unobstructed.COS: Inspector observed owner move items away from electrical panel to allow access. 
	Text3: Room 211 (cont.)O: Window that can be opened is observed without screening. Screening shall be provided on all windows that open to the outdoors to minimize and prevent the presence of pests throughout the facility. Room 207:O: Fire rating placard on the guest room door is observed painted over and is not readable. All guest rooms opening into an interior corridor(s) shall be separated by walls and twenty (20)-minute fire protection-rated doors, forty-four millimeters (44 mm) (one and three-fourths inch (1 3/4")) solid-bonded wood-core doors, steel-clad (tin-clad) wood doors, solid-core steel doors with positive latch and closer, or as approved by the administrative authority. O: GFCI outlet next to sink does not reset when tested. All GFCI outlets shall be maintained in good repair.O: Window that can be opened is observed without screening. Screening shall be provided on all windows that open to the outdoors to minimize and prevent the presence of pests throughout the facility. Room 205:O: Fire rating placard on the guest room door is observed painted over and is not readable. All guest rooms opening into an interior corridor(s) shall be separated by walls and twenty (20)-minute fire protection-rated doors, forty-four millimeters (44 mm) (one and three-fourths inch (1 3/4")) solid-bonded wood-core doors, steel-clad (tin-clad) wood doors, solid-core steel doors with positive latch and closer, or as approved by the administrative authority. O: GFCI outlet next to sink does not reset when tested. All GFCI outlets shall be maintained in good repair.Annex Building:First Floor Hallway:O: Exterior door on north end of annex building is observed not fully closing and leaves a gap around door.  Insects, rodents, and other pests shall be controlled to minimize their presence on the premises by routinely inspecting the premises for evidence of pests, eliminating harborage conditions and using methods, if pests are found, such as trapping devices or other means of pest control.COS: Inspector observed maintenance worker fix the door so that it fully closes and does not have any gaps around it. Guest Laundry: O: Floor is observed soiled with lint-like debris. Walls, floors, and ceilings shall be kept clean and in good repair.O: Vent cover for air conditioning (on ceiling) is observed missing. Walls, floors, and ceilings shall be kept clean and in good repair.O: Room behind guest laundry has electrical panels and no fire extinguisher. Portable fire extinguishers (5 pound, 2A-10BC) shall be required for the protection of all guests and located in the hallways, mechanical room(s), laundry area(s) and all other hazardous areas. O: Room behind guest laundry has electrical panel that is not labeled. Access to electrical panels shall be unobstructed; fuses and circuits must be labeled for identification.Room 240:O: Dead beetle observed on pillow. COS: Inspector observed owner remove dead beetle. No other pest activity was observed in the room.O: Staining observed on two pillows.  A room in use shall be cleaned at least each time a different guest rents the room.  Clean bed linens shall be provided in the guest room each day that guest room is occupied by a different guest.  If the same guest continuously occupies a room, the room shall be cleaned at least weekly.O: A/C vent is observed soiled with dust-like debris. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. 
	Section1: D.4.C.2.C.5.C.2.C.2.C.1.D.2.E.4.C.5.C.2.C.2.C.2.D.4.E.4.C.2.D.7.
	Section2: D.7.E.2.E.2.C.5.C.5.C.5.C.5.C.1.D.4.C.2.C.3.C.5.E.4.D.4.C.3.
	Section3: C.5.E.4.D.4.C.5.E.4.D.4.C.5.C.1.C.1.E.2.D.7.C.5.C.3.C.2.
	Text2: First Floor Boiler Room:O: Electrical panels are observed blocked and inaccessible. Access to electrical panels shall be unobstructed.COS: Inspector observed owner move items away from electrical panel to allow access. O: Back storage room has electrical panels and no fire extinguisher. Portable fire extinguishers (5 pound, 2A-10BC) shall be required for the protection of all guests and located in the hallways, mechanical room(s), laundry area(s) and all other hazardous areas.O: Top of fire extinguisher in front storage room is observed more than 5 feet off the ground. Fire extinguishers having a gross weight not exceeding forty (40) pounds shall be installed so that the top of the extinguisher is not more than five feet (5') above the floor.COS: Inspector observed fire extinguisher moved lower, so the top of the extinguisher is less than 5 feet above the floor.Closet at north end of first floor:O: Dead insects observed in floor. Insects, rodents, and other pests shall be controlled to minimize their presence on the premises by routinely inspecting the premises for evidence of pests, eliminating harborage conditions and using methods, if pests are found, such as trapping devices or other means of pest control.COS: Inspector observed maintenance worker vacuum closet and remove all debris on the floor. Hallway first floor:O: Exterior door on west side of main building observed with damaged door sweeps, and leaves a gap between doors. Insects, rodents, and other pests shall be controlled to minimize their presence on the premises by routinely inspecting the premises for evidence of pests, eliminating harborage conditions and using methods, if pests are found, such as trapping devices or other means of pest control.O: Lighting for middle staircase observed with cobwebs and dirt-like debris. Insects, rodents, and other pests shall be controlled to minimize their presence on the premises by routinely inspecting the premises for evidence of pests, eliminating harborage conditions and using methods, if pests are found, such as trapping devices or other means of pest control.O: Closet in middle staircase on first floor is observed with dead spider and other debris on the carpet. Insects, rodents, and other pests shall be controlled to minimize their presence on the premises by routinely inspecting the premises for evidence of pests, eliminating harborage conditions and using methods, if pests are found, such as trapping devices or other means of pest control.COS: Inspector observed maintenance worker vacuum closet and remove all debris on the floor.  O: Closet in south staircase near main office is observed with debris on carpet. Walls, floors, and ceilings shall be kept clean and in good repair.COS: Inspector observed maintenance worker vacuum closet and remove all debris on the floor. Room 232:O: GFCI outlet next to sink does not reset when tested. All GFCI outlets shall be maintained in good repair.O: Ice bin of mini cooler is observed with a build-up of ice and is need of defrosting. Appliances shall be kept clean and in good repair. O: Two pillows are observed stained. A room in use shall be cleaned at least each time a different guest rents the room. O: Window that can be opened is observed without screening. Screening shall be provided on all windows that open to the outdoors to minimize and prevent the presence of pests throughout the facility. Room 211:O: Fire rating placard on the guest room door is observed painted over and is not readable. All guest rooms opening into an interior corridor(s) shall be separated by walls and twenty (20)-minute fire protection-rated doors, forty-four millimeters (44 mm) (one and three-fourths inch (1 3/4")) solid-bonded wood-core doors, steel-clad (tin-clad) wood doors, solid-core steel doors with positive latch and closer, or as approved by the administrative authority. O: GFCI outlet next to sink does not reset when tested. All GFCI outlets shall be maintained in good repair.O: Bed bug cover is observed heavily stained. A room in use shall be cleaned at least each time a different guest rents the room. 
	Section4: C.5.C.2.C.2.C.3.D.6.D.6.Comment:
	Text4: Room 241:O: Cobwebs are observed behind mini coolerO: A/C vent is observed soiled with dust-like debris. Furnishings, including draperies, beds, appliances, furniture and lamps, shall be kept clean and in good repair. O: Cigarette is observed on A/C. O: Cigarette burn holes are observed on fitted mattress pad. Clean bed linens shall be provided in the guest room each day that guest room is occupied by a different guest.  If the same guest continuously occupies a room, the room shall be cleaned at least weekly.Second Floor Hallway:O: Emergency flood lighting located on the second floor of the north end observed not functioning properly when tested. All emergency lighting shall be maintained in good working condition.O: Exit sign on the second floor of the north end observed not functioning properly when tested.  All emergency lighting shall be maintained in good working condition.-Pool: Owner stated that the pool area is undergoing repairs and will be finished in the next few weeks.  Owner stated he would call to have Public Health Environmental Specialist (PHES) inspect the pool before re-opening. -Guest rooms 109 and 118 have outlets within five feet of the sink that are not GFCI.  Per the Missouri Laws accompanied by the Department of Health and Senior Services Rule Governing Lodging Establishments, "Existing lodging establishments undergoing a major renovation or rewiring shall be required to install ground-fault circuit interrupters in electrical outlets located within five feet (5') of wet locations or outdoors."  As the facility undergoes renovation, GFCI outlets shall be installed to previously stated code requirements.


